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Dimensions (mm)
 - combustion chamber WxDxH 800 x 510 x 500
 - external WxDxH 956 x 580 x 1750
 - stoke grate WxD 600 x 370
 - fresh air 1 x Ø150

Specifications
 - finishing: heat-resistant black paint
 - lockable valve for fresh air and smoke gases
 - two-piece cast iron stoke grate
 - sliding door in metal wire mesh  

 (black H-R paint)
 - back and sides of combustion chamber: 

 ribbed cast iron 

options
 - chimney fan RsV 14
 - convection jacket (see options)

General dimensional tolerances up to 6mm

model      KWLINE OPEN 80-50 1F

www.kwline.pl
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Dimensions (mm)
 - combustion chamber WxDxH 800 x 510 x 750
 - external WxDxH 956 x 580 x 2250
 - stoke grate WxD 600 x 370
 - fresh air 1 x Ø150

Specifications
 - finishing: heat-resistant black paint
 - lockable valve for fresh air and smoke gases
 - * heat-resistant glass panel height 250mm 

 when valve = Ø250mm
 - two-piece cast iron stoke grate
 - sliding door in metal wire mesh  

 (black H-R paint)
 - back and sides of combustion chamber: 

 ribbed cast iron 

options
 - chimney fan RsV 14
 - convection jacket (see options)

fIxED gLASS pANEL

General dimensional tolerances up to 6mm

model      KWLINE OPEN 80-75 1F

www.kwline.pl
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Dimensions (mm)
 - combustion chamber WxDxH 1050 x 510 x 500
 - external WxDxH 1206 x 580 x 1750
 - stoke grate WxD 800 x 370
 - fresh air 2 x Ø150

Specifications
 - finishing: heat-resistant black paint
 - lockable valve for fresh air and smoke gases
 - two-piece cast iron stoke grate
 - sliding door in metal wire mesh  

 (black H-R paint)
 - back and sides of combustion chamber: 

 ribbed cast iron 

options
 - chimney fan RsV 14
 - convection jacket (see options)

General dimensional tolerances up to 6mm

model    KWLINE OPEN 105-50 1F

www.kwline.pl
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fIxED gLASS pANEL

Dimensions (mm)
 - combustion chamber WxDxH 1050 x 510 x 750
 - external WxDxH 1206 x 580 x 2250
 - stoke grate WxD 800 x 370
 - fresh air 2 x Ø150

Specifications
 - finishing: heat-resistant black paint
 - lockable valve for fresh air and smoke gases
 - * heat-resistant glass panel height 250mm 

 when valve = Ø250mm
 - two-piece cast iron stoke grate
 - sliding door in metal wire mesh  

 (black H-R paint)
 - back and sides of combustion chamber: 

 ribbed cast iron 

options
 - chimney fan RsV 14
 - convection jacket (see options)

General dimensional tolerances up to 6mm

model    KWLINE OPEN 105-75 1F

www.kwline.pl
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Dimensions (mm)
 - combustion chamber WxDxH 1300 x 510 x 500
 - external WxDxH 1456 x 580 x 1750
 - stoke grate WxD 800 x 370
 - fresh air 2 x Ø150

Specifications
 - finishing: heat-resistant black paint
 - lockable valve for fresh air and smoke gases
 - two-piece cast iron stoke grate
 - sliding door in metal wire mesh  

 (black H-R paint)
 - back and sides of combustion chamber: 

 ribbed cast iron 

options
 - chimney fan RsV 14
 - convection jacket (see options)

General dimensional tolerances up to 6mm

model    KWLINE OPEN 130-50 1F

www.kwline.pl
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Dimensions (mm)
 - combustion chamber WxDxH 1300 x 510 x 750
 - external WxDxH 1456 x 580 x 2250
 - stoke grate WxD 800 x 370
 - fresh air 2 x Ø150

Specifications
 - finishing: heat-resistant black paint
 - lockable valve for fresh air and smoke gases
 - heat-resistant glass panel height 250mm
 - two-piece cast iron stoke grate
 - sliding door in metal wire mesh  

 (black H-R paint)
 - back and sides of combustion chamber: 

 ribbed cast iron 

options
 - chimney fan RsV 14
 - convection jacket (see options)

fIxED gLASS pANEL

General dimensional tolerances up to 6mm

model    KWLINE OPEN 130-75 1F

www.kwline.pl
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Dimensions (mm)
 - combustion chamber WxDxH 1500 x 510 x 500
 - external WxDxH 1656 x 580 x 1750
 - stoke grate WxD 800 x 370
 - fresh air 2 x Ø150

Specifications
 - finishing: heat-resistant black paint
 - lockable valve for fresh air and smoke gases
 - two-piece cast iron stoke grate
 - sliding door in metal wire mesh  

 (black H-R paint)
 - back and sides of combustion chamber: 

 ribbed cast iron 

options
 - chimney fan RsV 14
 - convection jacket (see options)

General dimensional tolerances up to 6mm

model    KWLINE OPEN 150-50 1F

www.kwline.pl
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Dimensions (mm)
 - combustion chamber WxDxH 1900 x 510 x 500
 - external WxDxH 2056 x 580 x 1750
 - stoke grate WxD 800 x 370
 - fresh air 2 x Ø150

Specifications
 - finishing: heat-resistant black paint
 - lockable valve for fresh air and smoke gases
 - two-piece cast iron stoke grate
 - sliding door in metal wire mesh  

 (black H-R paint)
 - back and sides of combustion chamber: 

 ribbed cast iron 

options
 - chimney fan RsV 14
 - convection jacket (see options)

General dimensional tolerances up to 6mm

model    KWLINE OPEN 190-50 1F

www.kwline.pl
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Dimensions (mm)
 - combustion chamber WxDxH 800 x 505 x 500
 - external WxDxH 878 x 580 x 1800
 - stoke grate WxD 550 x 370
 - fresh air 1 x Ø150

Specifications
 - finishing: heat-resistant black paint
 - lockable valve for fresh air and smoke gases
 - two-piece cast iron stoke grate
 - sliding door in metal wire mesh  

 (black H-R paint)
 - back and side of combustion chamber: 

 ribbed cast iron 

options
 - chimney fan RsV 14
 - convection jacket (see options)

General dimensional tolerances up to 6mm

model   KWLINE OPEN 80-50 2F L

www.kwline.pl
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Dimensions (mm)
 - combustion chamber WxDxH 800 x 505 x 750
 - external WxDxH 878 x 580 x 2300
 - stoke grate WxD 550 x 370
 - fresh air 1 x Ø150

Specifications
 - finishing: heat-resistant black paint
 - lockable valve for fresh air and smoke gases
 - * heat-resistant glass panel height 250mm 

 when valve = Ø250mm
 - two-piece cast iron stoke grate
 - sliding door in metal wire mesh  

 (black H-R paint)
 - back and side of combustion chamber: 

 ribbed cast iron 

options
 - chimney fan RsV 14
 - convection jacket (see options)

fIxED gLASS pANEL

General dimensional tolerances up to 6mm

model   KWLINE OPEN 80-75 2F L

www.kwline.pl
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Dimensions (mm)
 - combustion chamber WxDxH 1050 x 505 x 500
 - external WxDxH 1128 x 580 x 1800
 - stoke grate WxD 800 x 370
 - fresh air 2 x Ø150

Specifications
 - finishing: heat-resistant black paint
 - lockable valve for fresh air and smoke gases
 - two-piece cast iron stoke grate
 - sliding door in metal wire mesh  

 (black H-R paint)
 - back and side of combustion chamber: 

 ribbed cast iron 

options
 - chimney fan RsV 14
 - convection jacket (see options)

General dimensional tolerances up to 6mm

model  KWLINE OPEN 105-50 2F L

www.kwline.pl
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Dimensions (mm)
 - combustion chamber WxDxH 1050 x 505 x 750
 - external WxDxH 1128 x 580 x 2300
 - stoke grate WxD 800 x 370
 - fresh air 2 x Ø150

Specifications
 - finishing: heat-resistant black paint
 - lockable valve for fresh air and smoke gases
 - * heat-resistant glass panel height 250mm 

 when valve = Ø250mm
 - two-piece cast iron stoke grate
 - sliding door in metal wire mesh  

 (black H-R paint)
 - back and side of combustion chamber: 

 ribbed cast iron 

options
 - chimney fan RsV 14
 - convection jacket (see options)

fIxED gLASS pANEL

General dimensional tolerances up to 6mm

model  KWLINE OPEN 105-75 2F L

www.kwline.pl
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Dimensions (mm)
 - combustion chamber WxDxH 1300 x 505 x 500
 - external WxDxH 1378 x 580 x 1800
 - stoke grate WxD 800 x 370
 - fresh air 2 x Ø150

Specifications
 - finishing: heat-resistant black paint
 - lockable valve for fresh air and smoke gases
 - two-piece cast iron stoke grate
 - sliding door in metal wire mesh  

 (black H-R paint)
 - back and side of combustion chamber: 

 ribbed cast iron 

options
 - chimney fan RsV 14
 - convection jacket (see options)

General dimensional tolerances up to 6mm

model  KWLINE OPEN 130-50 2F L

www.kwline.pl
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Dimensions (mm)
 - combustion chamber WxDxH 1300 x 505 x 750
 - external WxDxH 1378 x 580 x 2300
 - stoke grate WxD 800 x 370
 - fresh air 1 x Ø150

Specifications
 - finishing: heat-resistant black paint
 - lockable valve for fresh air and smoke gases
 - heat-resistant glass panel height 250mm
 - two-piece cast iron stoke grate
 - sliding door in metal wire mesh  

 (black H-R paint)
 - back and side of combustion chamber: 

 ribbed cast iron 

options
 - chimney fan RsV 14
 - convection jacket (see options)

fIxED gLASS pANEL

General dimensional tolerances up to 6mm

model  KWLINE OPEN 130-75 2F L

www.kwline.pl
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Dimensions (mm)
 - combustion chamber WxDxH 1500 x 505 x 500
 - external WxDxH 1578 x 580 x 1800
 - stoke grate WxD 800 x 370
 - fresh air 2 x Ø150

Specifications
 - finishing: heat-resistant black paint
 - lockable valve for fresh air and smoke gases
 - two-piece cast iron stoke grate
 - sliding door in metal wire mesh  

 (black H-R paint)
 - back and side of combustion chamber: 

 ribbed cast iron 

options
 - chimney fan RsV 14
 - convection jacket (see options)

General dimensional tolerances up to 6mm

model  KWLINE OPEN 150-50 2F L

www.kwline.pl
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Dimensions (mm)
 - combustion chamber WxDxH 1900 x 505 x 500
 - external WxDxH 1978 x 580 x 1800
 - stoke grate WxD 800 x 370
 - fresh air 2 x Ø150

Specifications
 - finishing: heat-resistant black paint
 - lockable valve for fresh air and smoke gases
 - two-piece cast iron stoke grate
 - sliding door in metal wire mesh  

 (black H-R paint)
 - back and side of combustion chamber: 

 ribbed cast iron 

options
 - chimney fan RsV 14
 - convection jacket (see options)

General dimensional tolerances up to 6mm

model  KWLINE OPEN 190-50 2F L

www.kwline.pl



Ø250mm

Ø250mm

19
5

m
in

 6
00

800
878

50
5 58

0

20

40
0 

(m
in

 2
25

)
11

15
15

0

245
260

245
260

14
00

18
00

76
5

90
0

18
0

20
0

O² O²

30

30

478

40
0 

(m
in

 2
25

)

50
0

800

50
0

50

Ø250mm

19
5

260

scale 1:20

Dimensions (mm)
 - combustion chamber WxDxH 800 x 505 x 500
 - external WxDxH 878 x 580 x 1800
 - stoke grate WxD 550 x 370
 - fresh air 1 x Ø150

Specifications
 - finishing: heat-resistant black paint
 - lockable valve for fresh air and smoke gases
 - two-piece cast iron stoke grate
 - sliding door in metal wire mesh  

 (black H-R paint)
 - back and side of combustion chamber: 

 ribbed cast iron 

options
 - chimney fan RsV 14
 - convection jacket (see options)

General dimensional tolerances up to 6mm

model   KWLINE OPEN 80-50 2F R

www.kwline.pl
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Dimensions (mm)
 - combustion chamber WxDxH 800 x 505 x 750
 - external WxDxH 878 x 580 x 2300
 - stoke grate WxD 550 x 370
 - fresh air 1 x Ø150

Specifications
 - finishing: heat-resistant black paint
 - lockable valve for fresh air and smoke gases
 - * heat-resistant glass panel height 250mm 

 when valve = Ø250mm
 - two-piece cast iron stoke grate
 - sliding door in metal wire mesh  

 (black H-R paint)
 - back and side of combustion chamber: 

 ribbed cast iron 

options
 - chimney fan RsV 14
 - convection jacket (see options)

fIxED gLASS pANEL

General dimensional tolerances up to 6mm

model   KWLINE OPEN 80-75 2F R

www.kwline.pl
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Dimensions (mm)
 - combustion chamber WxDxH 1050 x 505 x 500
 - external WxDxH 1128 x 580 x 1800
 - stoke grate WxD 800 x 370
 - fresh air 2 x Ø150

Specifications
 - finishing: heat-resistant black paint
 - lockable valve for fresh air and smoke gases
 - two-piece cast iron stoke grate
 - sliding door in metal wire mesh  

 (black H-R paint)
 - back and side of combustion chamber: 

 ribbed cast iron 

options
 - chimney fan RsV 14
 - convection jacket (see options)

General dimensional tolerances up to 6mm

model  KWLINE OPEN 105-50 2F R

www.kwline.pl
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Dimensions (mm)
 - combustion chamber WxDxH 1050 x 505 x 750
 - external WxDxH 1128 x 580 x 2300
 - stoke grate WxD 800 x 370
 - fresh air 2 x Ø150

Specifications
 - finishing: heat-resistant black paint
 - lockable valve for fresh air and smoke gases
 - * heat-resistant glass panel height 250mm 

 when valve = Ø250mm
 - two-piece cast iron stoke grate
 - sliding door in metal wire mesh  

 (black H-R paint)
 - back and side of combustion chamber: 

 ribbed cast iron 

options
 - chimney fan RsV 14
 - convection jacket (see options)

fIxED gLASS pANEL

General dimensional tolerances up to 6mm

model  KWLINE OPEN 105-75 2F R

www.kwline.pl
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Dimensions (mm)
 - combustion chamber WxDxH 1300 x 505 x 500
 - external WxDxH 1378 x 580 x 1800
 - stoke grate WxD 800 x 370
 - fresh air 2 x Ø150

Specifications
 - finishing: heat-resistant black paint
 - lockable valve for fresh air and smoke gases
 - two-piece cast iron stoke grate
 - sliding door in metal wire mesh   

 (black H-R paint)
 - back and side of combustion chamber: 

 ribbed cast iron 

options
 - chimney fan RsV 14
 - convection jacket (see options)

General dimensional tolerances up to 6mm

model  KWLINE OPEN 130-50 2F R

www.kwline.pl
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Dimensions (mm)
 - combustion chamber WxDxH 1300 x 505 x 750
 - external WxDxH 1378 x 580 x 2300
 - stoke grate WxD  800 x 370
 - fresh air 2 x Ø150

Specifications
 - finishing: heat-resistant black paint
 - lockable valve for fresh air and smoke gases
 - heat-resistant glass panel height 250mm
 - two-piece cast iron stoke grate
 - sliding door in metal wire mesh  

 (black H-R paint)
 - back and side of combustion chamber: 

 ribbed cast iron 

options
 - chimney fan RsV 14
 - convection jacket (see options)

fIxED gLASS pANEL

General dimensional tolerances up to 6mm

model  KWLINE OPEN 130-75 2F R

www.kwline.pl
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Dimensions (mm)
 - combustion chamber WxDxH 1500 x 505 x 500
 - external WxDxH 1578 x 580 x 1800
 - stoke grate WxD 800 x 370
 - fresh air 2 x Ø150

Specifications
 - finishing: heat-resistant black paint
 - lockable valve for fresh air and smoke gases
 - two-piece cast iron stoke grate
 - sliding door in metal wire mesh   

 (black H-R paint)
 - back and side of combustion chamber: 

 ribbed cast iron 

options
 - chimney fan RsV 14
 - convection jacket (see options)

General dimensional tolerances up to 6mm

model  KWLINE OPEN 150-50 2F R

www.kwline.pl
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Dimensions (mm)
 - combustion chamber WxDxH 1900 x 505 x 500
 - external WxDxH 1978 x 580 x 1800
 - stoke grate WxD 800 x 370
 - fresh air 2 x Ø150

Specifications
 - finishing: heat-resistant black paint
 - lockable valve for fresh air and smoke gases
 - two-piece cast iron stoke grate
 - sliding door in metal wire mesh  

 (black H-R paint)
 - back and side of combustion chamber: 

 ribbed cast iron 

options
 - chimney fan RsV 14
 - convection jacket (see options)

General dimensional tolerances up to 6mm

model  KWLINE OPEN 190-50 2F R

www.kwline.pl
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Dimensions (mm)
 - combustion chamber WxDxH 800 x 560 x 500
 - external WxDxH 1010 x 560 x 1800
 - stoke grate WxD 600 x 370
 - fresh air 1 x Ø150

Specifications
 - finishing: heat-resistant black paint
 - lockable valve for fresh air and smoke gases
 - two-piece cast iron stoke grate
 - sliding door in metal wire mesh  

 (black H-R paint)
 - one side closed with fixed heat-resistant 

 glass panel
 - sides of combustion chamber: 

 ribbed cast iron 

options
 - chimney fan RsV 14
 - convection jacket (see options)

fIxED gLASS pANEL

gLASS

General dimensional tolerances up to 6mm

model      KWLINE OPEN 80-50 DF

www.kwline.pl
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Dimensions (mm)
 - combustion chamber WxDxH 800 x 560 x 750
 - external WxDxH 1010 x 560 x 2300
 - stoke grate WxD 600 x 370
 - fresh air 1 x Ø150

Specifications
 - finishing: heat-resistant black paint
 - lockable valve for fresh air and smoke gases
 - two-piece cast iron stoke grate
 - sliding door in metal wire mesh  

 (black H-R paint)
 - one side closed with fixed heat-resistant 

 glass panel
 - one side with fixed heat-resistant glass panel 

 height 250mm when valve = Ø250 
 - sides of combustion chamber: 

 ribbed cast iron 

options
 - chimney fan RsV 14
 - convection jacket (see options)

fIxED gLASS pANEL

fIxED gLASS pANEL

gLASS

gLASS: H 250mm

General dimensional tolerances up to 6mm

model      KWLINE OPEN 80-75 DF

www.kwline.pl
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Dimensions (mm)
 - combustion chamber WxDxH 1050 x 560 x 500
 - external WxDxH 1260 x 560 x 1800
 - stoke grate WxD 800 x 370
 - fresh air 2 x Ø150

Specifications
 - finishing: heat-resistant black paint
 - lockable valve for fresh air and smoke gases
 - two-piece cast iron stoke grate
 - sliding door in metal wire mesh  

 (black H-R paint)
 - one side closed with fixed heat-resistant 

 glass panel
 - sides of combustion chamber: 

 ribbed cast iron 

options
 - chimney fan RsV 14
 - convection jacket (see options)

fIxED gLASS pANEL

gLASS

General dimensional tolerances up to 6mm

model    KWLINE OPEN 105-50 DF

www.kwline.pl
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Dimensions (mm)
 - combustion chamber WxDxH 1050 x 560 x 750
 - external WxDxH 1260 x 560 x 2300
 - stoke grate WxD 800 x 370
 - fresh air 2 x Ø150

Specifications
 - finishing: heat-resistant black paint
 - lockable valve for fresh air and smoke gases
 - two-piece cast iron stoke grate
 - sliding door in metal wire mesh  

 (black H-R paint)
 - one side closed with fixed heat-resistant 

 glass panel
 - one front with a glass panel heigth 250mm
 - sides of combustion chamber: 

 ribbed cast iron 

options
 - chimney fan RsV 14
 - convection jacket (see options)

fIxED gLASS pANEL

fIxED gLASS pANEL

gLASS

gLASS: H 250mm

General dimensional tolerances up to 6mm

model    KWLINE OPEN 105-75 DF

www.kwline.pl
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Dimensions (mm)
 - combustion chamber WxDxH 1300 x 560 x 500
 - external WxDxH 1510 x 560 x 1800
 - stoke grate WxD 800 x 370
 - fresh air 2 x Ø150

Specifications
 - finishing: heat-resistant black paint
 - lockable valve for fresh air and smoke gases
 - two-piece cast iron stoke grate
 - sliding door in metal wire mesh  

 (black H-R paint)
 - one side closed with fixed heat-resistant 

 glass panel
 - sides of combustion chamber: 

 ribbed cast iron 

options
 - chimney fan RsV 14
 - convection jacket (see options)

fIxED gLASS pANEL

gLASS

General dimensional tolerances up to 6mm

model    KWLINE OPEN 130-50 DF

www.kwline.pl
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Dimensions (mm)
 - combustion chamber WxDxH 1300 x 560 x 750
 - external WxDxH 1510 x 560 x 2300
 - stoke grate WxD 800 x 370
 - fresh air 2 x Ø150

Specifications
 - finishing: heat-resistant black paint
 - lockable valve for fresh air and smoke gases
 - two-piece cast iron stoke grate
 - sliding door in metal wire mesh  

 (black H-R paint)
 - one side closed with fixed heat-resistant 

 glass panel
 - one side with fixed heat-resistant glass panel 

 height 250mm when valve = Ø250 
 - sides of combustion chamber/ 

 ribbed cast iron 

options
 - chimney fan RsV 14
 - convection jacket (see options)

fIxED gLASS pANEL

fIxED gLASS pANEL

gLASS

General dimensional tolerances up to 6mm

model    KWLINE OPEN 130-75 DF

www.kwline.pl
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Dimensions (mm)
 - combustion chamber WxDxH 1500 x 560 x 500
 - external WxDxH 1710 x 560 x 1800
 - stoke grate WxD 800 x 370
 - fresh air 2 x Ø150

Specifications
 - finishing: heat-resistant black paint
 - lockable valve for fresh air and smoke gases
 - two-piece cast iron stoke grate
 - sliding door in metal wire mesh  

 (black H-R paint)
 - one side closed with fixed heat-resistant 

 glass panel
 - sides of combustion chamber: 

 ribbed cast iron 

options
 - chimney fan RsV 14
 - convection jacket (see options)

fIxED gLASS pANEL

gLASS

General dimensional tolerances up to 6mm

model    KWLINE OPEN 150-50 DF

www.kwline.pl
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Dimensions (mm)
 - combustion chamber WxDxH 1900 x 560 x 500
 - external WxDxH 2110 x 560 x 1800
 - stoke grate WxD 800 x 370
 - fresh air 2 x Ø150

Specifications
 - finishing: heat-resistant black paint
 - lockable valve for fresh air and smoke gases
 - two-piece cast iron stoke grate
 - sliding door in metal wire mesh  

 (black H-R paint)
 - one side closed with fixed heat-resistant 

 glass panel
 - sides of combustion chamber: 

 ribbed cast iron 

options
 - chimney fan RsV 14
 - convection jacket (see options)

fIxED gLASS pANEL

gLASS

General dimensional tolerances up to 6mm

model    KWLINE OPEN 190-50 DF

www.kwline.pl
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Dimensions (mm)
 - combustion chamber WxDxH 800 x 505 x 500
 - external WxDxH 800 x 610 x 1800
 - stoke grate WxD 600 x 370
 - fresh air 1 x Ø150

Specifications
 - finishing: heat-resistant black paint
 - lockable valve for fresh air and smoke gases
 - two-piece cast iron stoke grate
 - sliding door in metal wire mesh  

 (black H-R paint)
 - back of combustion chamber: 

 ribbed cast iron 

options
 - chimney fan RsV 14 

 

General dimensional tolerances up to 6mm

model      KWLINE OPEN 80-50 3F

www.kwline.pl



Ø300mm

Ø300mm Ø300mm

19
5

19
5

990

1050

295

310

295

310

40
0 

m
in

 (
30

5)

40
0 

m
in

 (
30

5)

18
00

m
in

 6
30

30
44

5
30

14
00

86
5

90
0

25
7

23
7

11
15

61
0

20

50
5

15
0

O² O² O²

240

50
0

50
0

50

990

235

scale 1:20

Dimensions (mm)
 - combustion chamber WxDxH 1050 x 505 x 500
 - external WxDxH 1050 x 610 x 1800
 - stoke grate WxD 800 x 370
 - fresh air 2 x Ø150

Specifications
 - finishing: heat-resistant black paint
 - lockable valve for fresh air and smoke gases
 - two-piece cast iron stoke grate
 - sliding door in metal wire mesh  

 (black H-R paint)
 - back of combustion chamber: 

 ribbed cast iron 

options
 - chimney fan RsV 14 

General dimensional tolerances up to 6mm

model    KWLINE OPEN 105-50 3F

www.kwline.pl
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Dimensions (mm)
 - combustion chamber WxDxH 1300 x 505 x 500
 - external WxDxH 1300 x 610 x 1800
 - stoke grate WxD 800 x 370
 - fresh air 2 x Ø150

Specifications
 - finishing: heat-resistant black paint
 - lockable valve for fresh air and smoke gases
 - two-piece cast iron stoke grate
 - sliding door in metal wire mesh  

 (black H-R paint)
 - back of combustion chamber: 

 ribbed cast iron 

options
 - chimney fan RsV 14 

 

General dimensional tolerances up to 6mm

model    KWLINE OPEN 130-50 3F

www.kwline.pl
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Dimensions (mm)
 - combustion chamber WxDxH 1500 x 505 x 500
 - external WxDxH 1500 x 610 x 1800
 - stoke grate WxD 800 x 370
 - fresh air 2 x Ø150

Specifications
 - finishing: heat-resistant black paint
 - lockable valve for fresh air and smoke gases
 - two-piece cast iron stoke grate
 - sliding door in metal wire mesh  

 (black H-R paint)
 - back of combustion chamber: 

 ribbed cast iron 

options
 - chimney fan RsV 14 

 
* valve for flue gases Ø350mm or Ø400mm 
 according to chimney length

General dimensional tolerances up to 6mm

model    KWLINE OPEN 150-50 3F

www.kwline.pl
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Dimensions (mm)
 - combustion chamber WxDxH 1900 x 505 x 500
 - external WxDxH 1900 x 610 x 1800
 - stoke grate WxD 800 x 370
 - fresh air 2 x Ø150

Specifications
 - finishing: heat-resistant black paint
 - lockable valve for fresh air and smoke gases
 - two-piece cast iron stoke grate
 - sliding door in metal wire mesh  

 (black H-R paint)
 - back of combustion chamber: 

 ribbed cast iron 

options
 - chimney fan RsV 14 

 

General dimensional tolerances up to 6mm

model    KWLINE OPEN 190-50 3F

www.kwline.pl
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Dimensions (mm)
 - combustion chamber WxDxH 970 x 640 x 600
 - combustion chamber with surrounding drawn 

 steel frame included WxDxH 1050 x 800 x 600
 - external WxDxH 1155 x 800 x 1950
 - stoke grate WxD 600 x 370
 - fresh air 2 x Ø150

Specifications
 - finishing: heat-resistant black paint
 - lockable valve for fresh air and smoke gases
 - two-piece cast iron stoke grate
 - frame in drawn steel: thickness = 10mm
 - 3-sided sliding door in metal wire mesh  

 (black H-R paint)
 - with fixation to the ceiling
 - back of combustion chamber: 

 ribbed cast iron 

options
 - chimney fan RsV 14 

DRAWN STEEL

DRAWN STEEL

fIxED gLASS pANEL

fIxED gLASS pANEL
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STEEL pLATE 80 x 80MM

THREADED RoD

RECTANgULAR
SECTIoN 20/20
LENgTH DEpENDINg
oN CEILINg HEIgHT

THREADED RoD

BACk of
CoMBUSTIoN
CHAMBER:
RIBBED CAST-IRoN

General dimensional tolerances up to 6mm

model                       KWLINE OPEN

www.kwline.pl

105-80-60 3F + GLASS



f I N I S H I N g  f R A M E S



scale 1:20

fINISHINg fRAMES

Dimensions (mm)
 - finishing frame 

 (thickness x depth) = 10 x 90mm

Specifications
 - finishing frames made of black  

 painted drawn steel
 - frames are made-to-measure: 

 

8 sided finishing frame

3 sided finishing frame + plinth 3 sided finishing frame 4 sided finishing frame

6 sided finishing frame
General dimensional tolerances up to 6mm

www.kwline.pl
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opTIoNAL CoNVECTIoN jACkET

Specifications
 - galvanized steel plate
 - rings on top for attaching the flexible tubes 

 for convection air

HoT AIR HoT AIR

AMBIENT AIR AMBIENT AIR AMBIENT AIR

HoT AIR

fRESH AIR fRESH AIR

FLeXibLe tUbes aRe
ReCOMMenDeD

General dimensional tolerances up to 6mm

www.kwline.pl



D I R E C T  A I R  S U p p L Y
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OPTIONAL DIRECT AIR SUPPLY

Specifications
 - valve for direct air supply integrated in 

 combustion bottom of the fireplace
 - D.a.s. only works without convection system

tOp VieW
combustion bottom of the fireplace

D.a.s. VaLVe
brings the fresh air directly
into the combustion chamber

STANDARD aiR sUppLY
(for circulation of convection air)

opTIoNAL
DiReCt aiR sUppLY

HOt aiR

FResH aiR FResH aiR

aMbient
aiR

lif
td

oo
r

General dimensional tolerances up to 6mm

www.kwline.pl
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TECHNICAL pRoVISIoNS 
minimum dimensions for installation if combustion 
bottom of the fireplace is flush with level 0.00

** same dimensions if height of combustion 
  opening = 75cm

*** 1 x Ø160mm fresh air in center

(mm) a b C D E
80-50/75**          1010 600 225 *** 360
105-50/75**          1260 600 225 240 360
130-50/75**          1560 600 225 240 360
1500-50        1710 600 225 240 360
1900-50        2110 600 225 240 360

(mm) a b C D E
80-50/75**          955 600 225 *** 360
105-50/75**          1205 600 225 240 360
130-50/75**          1455 600 225 240 360
150-50          1655 600 225 240 360
190-50          2055 600 225 240 360

(mm) a b C D E
80-50/75**         955 600 225 *** 360
105-50/75**         1205 600 225 240 360
130-50/75**         1455 600 225 240 360
150-50         1655 600 225 240 360
190-50         2055 600 225 240 360

(mm) a b C D E
80-50          960 630 280 *** 390
105-50          1210 630 280 240 390
130-50          1460 630 280 240 390
150-50          1660 630 280 240 390
190-50          2060 630 280 240 390

(mm) a b C D E
80-50/75**          1010 590 225 *** 360
105-50/75**          1260 590 225 240 360
130-50/75**          1510 590 225 240 360
150-50          1710 590 225 240 360
190-50          2110 590 225 240 360

2 x 160MM
FResH aiR sUppLY

LeV 0.00

1 x 160MM
FResH aiR sUppLY

LeV 0.00

General dimensional tolerances up to 6mm

www.kwline.pl


